WHEN HUMIDITY MATTERS!

JS ElectroVap MC
Steam Humidifiers

Everything you want from an electrode-boiler

steam humidifier . . . and much more!

Where steam is the right solution to dry
air problems, ElectroVap™ electrode -
boiler humidifiers always deliver —
dependably, responsively, consistently
— improving productivity in commerce
and industry, and people’s quality of
life where they work.

Now, the ElectroVap MC range
delivers even more! MC means Micro-
processor Control, bringing improved
performance, increased versatility,
better communication with people
and control systems, and reduced
maintenance.

The feature-packed specification
makes ElectroVap MC both an out-
standing humidifier and exceptional
value.

ElectroVap™

2.5-90kg/h steam output
Microprocessor control

7-event remote warning on every
unit

Finger-tip programming

Easy to use LCD readout

Self diagnostic electronics

On/off, step or proportional control
Duct pressure up to 2000Pa
Attractive room ventilation units

Mains, RO and soft water
compatible

Cleanable or disposable cylinders
Durable stainless steel electrodes
Extended cylinder life

Two-year warranty!

A The JS ElectroVap™ ELMC 90 Steam Humidifier

Applications

Hospitals

Computer areas
Telephone exchanges
Printers

Textile industries
Air conditioning
Offices
Laboratories
Pharmaceuticals
Museums and

Art Galleries
Electronics & PCB
manufacture

MC: versatile, dependable performance, excellent value!




m humidifier!

Feature-packed

When you buy an ElectroVap

MC, you’re guaranteed

reliable performance, durable construction and versatility.

The impressive specification fulfils all your needs whether you are

a designer, installer, maintenance engineer or end user.

ElectroVap MC - everything you want from an electrode-boiler . . .
and much more!

SPECIFICATION
Microprocessor control
Backlit digital LCD display

Comprehensive unit configuration,
real-time operating status and fault
menus

Easy-to-use, versatile set-up menu

Remote warning system with n/o and
n/c contacts standard on all units:

e Steam production
e Maintenance required
e 5-way fault alarm

Proportional, stepped or on/off control
Suits all common control signals

In-built proportional humidity
controller for stand-alone applications

Easy installation with single power
supply for all units

Suits duct pressures to 2000Pa
Stagnancy control for better hygiene

Mains, RO and softened water
compatible

Water conductivity range from
30-1000uS/cm

Easy installation inlet water hose
7 units, 2.5-90kg/h output

Maximum capacity adjustable down
to 50% output

Cleanable and disposable steam
generating cylinders

Special low maintenance soft
water cylinders

Anti-foaming control

Automatic change cylinder alert
Maintenance interval timer with alarm
Excellent maintenance access

Large bore drain valve with
self-clearing system

Stainless steel steam distribution
pipes and OptiSorp™ short
evaporation system

Two room ventilation units with
fan run-on

WRC, CE, UL and CSA compliant



